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PROFESSIONAL LED INDICA T ORS @12.7mm Mounting

FEA TURES

532 SERIES ] .
Each product will operate over a wide volt age
P ACK QUANTITY =10 PIECES input range
| Robust st ainless steel housing

180° viewing angle

| Full internal potting to resist shock and vibration

| Sealed to IP67

| T rue Bi-polar product

SPECIFICA
Ordering Information & T ypical T echnical Characteristics (T a=25°C)
Mean T ime Between Failure = 100,000 Hours. Luminous intensity figures refer to the unmodified discrete LED.
P AR T NUMBER COLOUR LENS VoL T AGE CURRENT LUMINOUS w A VE OPERA TING ST ORAGE
DC (vdc) DC (mA) INTENSITY LENGTH TEMP TEMP
v opr lopr v@20mA (med) I p (nm) Topr Tsg
HIGH INTENSITY
532-102-63 Red (GaAlAs) ‘ Colour Dif fused 1228 6-16 450 660 -40 ~ +85" 40 ~ +85 Y es
5321 1163 Y ellow O Colour Dif fused 1228 8-20 50 590 -40 ~ +85" -40 ~ +85 Y es
5321 14-63 Green O Colour Dif fused 12-28 8-20 60 565 -40 ~ +85" -40 - +85 Y es
532-102-75 Red (GaAlAs) ‘ Colour Dif fused 110V ac 6 450 660 -40 ~ +85" -40 ~ +85 Y es
5321 1175 Y ellow O Colour Dif fused 110V ac 6 50 590 -40 ~ +85° -40 ~ +85 Y es
5321 1475 Green O Colour Dif fused 110V ac 6 60 565 -40 ~ +85" -40 ~ +85 Yes
UNITS V ac/Vde mA med nm °c °c
IMimAd 021 11&1 14
50
A = Product s must be derated according to the derating information. Each derating
40
graph refers to specific LEDs.
a0
g \
20
10 ¥
-
i
Tal ]
o
WL 200 10.0 By 0.0 1000
Graph F
How to Order:
website: www .marl.co.uk . email: sales@marl.co.uk .

« T elephone +44 (0)1229 582430

The information cont
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for product s or service.

« Fax: +44 (0)1229 585155
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532 Series

20mA to 48V ac/dc All other volt ages
Mounting Hole
Dimensions in mm (T ypical)
Not to scale Mounting hole to be clean and burr free
MA  TERIALS PUSH-ON CONNECT

Body S tainless steel grade 316

Nut S tainless steel grade 316

Panel Seal V. iton

T ermination Copper wit siver flash fnish

Lock W asher S tainless steel

Fresnel lens Polycarbonate

Encap sulation PC5430 resin

925-000-00 is brass tin plated. Dimensions in mm (T ypical)
Header Nylon 6 AB2
For use with 532 series lamp s. Not to scale
TECHNICAL CHARACTERISTICS
SERIES MAXIMUM P ANEL MOUNTING MINIMUM MIN/MAX.
POWER cuT  out T ORQUE MOUNTING P ANEL
DISSIP A TION CENTRES THICKNESS

532 825 127 1.0 X,Y=19.5 15-8.0

UNITS mw mm Nm mm mm
How to Order:
website: www .marl.co.uk . email: sales@marl.co.uk .
« T elephone +44 (0)1229 582430 o Fax: +44 (0)1229 585155

BS EN IS0 9001:2000
The information cont ained in this dat asheet does not constitute p art of any order or contract and should not be regarded as a represent ation
Approved Manufacturer

relating 1o either product s or service. Marl International reserve the right to alter without notice the specification or any conditions of supply
for product s or service.
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