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SPECIFICATIONS

Overview

The 726 series external driver boxes are a range of
stainless steel housings that contain the constant
current drivers required to run white LED light
fixtures (see table on sheet 3 for complete list of
fixtures). The low voltage input allows for the safe
installation of outdoor lighting and with an IP68
rating can be ground buried for years of
maintanence free operation. The driver boxes are
available to drive either 1 LED light fixture or 2 to 4
LED light fixtures. For drivers to control RGB light
fixtures see SPL8097 and SPL8099. The driver
boxes require a 12Vdc or 24Vdc input. DO NOT
CONNECT INPUT TO MAINS AC VOLTAGE.

Mechanical

Dimensions: See sheet 3

Housing: Stainless steel grade 304

Fasteners: M4 stainless steel screws x8
M4 stainless steel washers x8
M4 stainless steel nuts x8

IP rating: IP68

Electrical

Input voltage: 12Vdc or 24Vdc PSU
Recommended PSU: see data sheet LP1060
Output current: 350, 700 or 1000mA
Recommended cable: 2 core, Imm? flex
(see Accessories data sheet,

Part No: CABLE2CORE1.0MMBLACK)
Wiring schematic: See SPL8192

Thermal
Operating ambient temperature: -20C to +40C
Storage ambient temperature : -30C to +50C
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726 SERIES EXTERNAL DRIVER BOX

4 Way

1 Way

Benefits

* Maintenance free

» Extra low voltage

* |P68 rated

» Corrosion resistant

UK manufactured to ISO
9001

* Rugged construction

Applications

* Internal or external mounting

» Suitable for underwater
mounting

» Drives 1 - 4 light fixtures
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Electrical installation notes:
The driver boxes require a 12Vdc or 24Vdc input. DO NOT
CONNECT INPUT TO MAINS AC VOLTAGE.
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Remove and retain 8 x M4 screws, washers and nuts.

. Remove and retain lid and gasket.

Push input cable, from 12Vdc or 24Vdc power supply,
through cable gland labeled 'INPUT'

. Connect cable to screw terminal labeled 'POWER IN'.

Positive (+) = Brown wire.
Negative (-) = Blue wire.

. Push cable from LED light fixture through cable gland

labeled 'LED OUTPUT".

. Connect cable to screw terminal labeled 'LED 1'.

Positive (+) = Brown wire.
Negative (-) = Blue wire.

. Repeat steps 5 & 6 for remaining LED light fixtures.

. Tighten cable glands around cables to ensure seal.

. Replace rubber gasket and lid.

0. Replace and secure 8 x M4 screws, washers and nuts.
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Benefits

Maintenance free

Extra low voltage

IP68 rated

Corrosion resistant

UK manufactured to ISO
9001

Rugged construction

Applications

Internal or external mounting
Suitable for underwater
mounting

Drives 1 - 4 light fixtures
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PART NUMBER| OUTPUT CURRENT | NUMBER OF LIGHT FIXTURES COMPATIBLE WITH
726-000-08-50 350mA 1 729, 730, 728 SERIES (WHITE ONLY)
726-000-08-51 350mA 1-4 729, 730, 728 SERIES (WHITE ONLY)
726-000-09-50 700mA 1 729, 730, 728 SERIES (WHITE ONLY)
726-000-09-51 700mA 1-4 729, 730, 728 SERIES (WHITE ONLY)
726-000-16-50 1000mA 1 729, 730, 728, 732, 733, 735 SERIES (WHITE ONLY)
726-000-16-51 1000mA 1-4 729, 730, 728, 732, 733, 735 SERIES (WHITE ONLY)
The driver boxes require a 12Vdc or 24Vdc input wltage. DO NOT CONNECT INPUT TO MAINS AC VOLTAGE
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Benefits

Maintenance free

Extra low voltage

IP68 rated

Corrosion resistant

UK manufactured to 1ISO 9001
Rugged construction

Applications

* Internal or external mounting

» Suitable for underwater
mounting

» Drives 1 - 4 light fixtures
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