
SPECIFICATIONS

Overview
A high brightness security light using LEDs 
to provide a ruggedised, vandal resistant, IP rated light source.

Mechanical
Housing: Die cast aluminium.
Lens: Prismatic polycarbonate.
IP Rating: IP65.
Dimensions: See sheet 2
Mounting details: See sheet 2

Electrical
Input voltage: 100 to 240 VAC
Operating power: 30W max

Optical
LED Colour: Daylight white
LED Colour temperature: 5200°K
LED CRI: 66 typ

Thermal
Maximum ambient temperature: 60°C
Minimum ambient temperature: -20°C

Accessories
Wall mounting bracket for external corners
Wall mounting bracket for internal corners
Pole mounting bracket
Contact sales for more information
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• Low light pollution
• Sealed to IP65
         ISO 9001
• Manufactured in the UK to
• Long Life
• Low power consumption
• Low maintenance.
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Benefits

Applications

Security Lighting•
Perimeter Lighting•
Path Lighting•
Architectural Lighting•
Driveway Lighting•
Industrial Lighting
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Benefits

Low maintenance.•
Low power consumption•
Long Life•
Manufactured in the UK to•

         ISO 9001
Sealed to IP65•
Low light pollution•

Applications

Security Lighting•
Perimeter Lighting•
Path Lighting•
Architectural Lighting•
Driveway Lighting•
Industrial Lighting•
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PART NUMBER LED COLOUR OPERATING VOLTAGE OPTIC
742-615-00-52 DAYLIGHT WHITE 100-240VAC WIDE


